
Rain-Out Under Deck Installation Instructions 

Please read through complete 

instructions before starting. 

Step1: Install the flashing tight to 

wall with small bend on top and 

seal. 

Step 2: Attach (2) 2x2’s hanging 

about 2” below deck frame on 

house side of deck (one in each 

corner) and (2) 2x2’s on post side 

of deck frame (one in each corner) 

hanging 3” to 4” below deck frame. 

Step 3: Attach tight string line to 

the bottom of all four 2x2’s.  Make 

house side 2x2’s level with each 

other and post side 2x2’s level with 

each other. 

 Step 4: Install 2x2’s on every other 

rafter flush to the string line using 

speed square but mark and plumb 

before attaching. 

Step 5: Fasten level 2x2 flush to the 

bottom and attached to the side of 

hanging 2x2’s every 4’ to 6’ away from home. 

Step 6: Add central sets of 2x2’s as needed to create spacing between them of up 

to 6 feet, ensuring that you keep a consistent gradual slope to the system.  



Step 7: Install gutter (not 

furnished)  to front; adding 

a 2x4 to bottom of front 

fascia also bottom of side 

fascia if the panel will drop 

below them when installed.  

Step 8: Make notches 

(Diagram #1) in back of 

panel and using a 10” hand 

seamer, bend to 90° angle 

and thoroughly seal corners. 

Step 9: Screw first panel into long 2x2 through narrow flange (to outside edge) 

making sure it is tight to the back resting on gutter.  Attach to top edge of gutter 

with zip screws. Screw wide flange to all 2x2’s keeping pressure to make sure the 

lock is tight. 

Step 10: Continue with 

remaining panels but only 

screwing in wide flange side 

until last panel is installed.  If 

last panel is too wide, cut 

lock (Diagram #2) and 

remove excess leaving 1-

3/4” extra.  Bend to form an 

L that will attach to the 2x2’s 

and seal. You will also need to bend the back and seal as on the other panels. 

Step 11: Attach L-trim (if ordered) on all but the gutter side of system. Fasten to 

the wood or panels.  

Step 12: Cut 2” hole in gutter, seal rim of outlet tube (not furnished)and insert. 

Attach downspout and elbow (not furnished).  

Step 13: Use touch up paint as needed (not furnished). 


